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HGH
Dry Ice (ICE) which packed with non-DG and Section-II Lithium Batteries (ELM/ELI)

are acceptable.

Remarks

CAN

Keep cool at +5℃ and frozen at -5℃ of dangerous Goods are available with
preadjustment. To store the frozen shipment at -15℃ is still unable. For Dry Ice
(ICE) which packed with non-DG can be send regardless of storage temperature.

CTU

DLC

DG cannot use refrigerator/freezer exept for Dry Ice (ICE) which packed with non-

DG.

As for Lithium Batteries, only ELM/ELI are acceptable.

Class 7 is acceptable only cargo that can be delivered immediately upon arrival.

PEK

PVG

①The EMBARGO on dangerous goods in categories 1 and 7 has been lifted。
②PVGEAL East Storage Area cannot store hazardous materials other than CLS9,
and CLS1-8 must be transported by barge to EAL Logistics Center

SHA Section-II Lithium Batteries (ELM/ELI) are acceptable.

SHE

SZX

Of Class 1, only 1.4S is acceptable.

Class 7 single package:TI≤10,DG room TI≤30
DG cannot use refrigerator/freezer exept for Dry Ice (ICE) which packed with non-

DG.

TAO

①IMPORT:For Class1, only 1.4S can be accepted. 48-hour notice is required (need
to coordinate with the terminal and customs, and can only be transported after

confirmation)

②EXPORT:Only Section-Ⅱfor Lithium batteries(ELM/ELI) and dry ice are acceptable.

TSA Dry Ice (ICE) & Lithium Batteries are acceptable

×：NOT ACCEPTABLE

XMN For Export, Lithium batteries as CAO(PI965/PI968) are unacceptable.

WUH For Export, Lithium batteries PI966、PI967、PI969，PI970 are acceptable.

VVO


